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26-34"x'7g" VERTYICAL BEARING BARS ON 1%"” C/C

[ 8-CROSS BARS ON 47C/C

NOTES

1. GRATING SHALL BE STEEL "IRVING X-BAR TYPE

AA” OR APPROVED EQUIVALENT

GRATING TO BE GALVANIZED.

INLET TO BE CONSTRUCTED OF CONCRETE (MIX NO. 2)
OR BRICK. WHEN INLET IS CONSRTUCTED OF CONCRETE

ALL REINFORCING IS TO BE NO. 4 DEFORMED BARS 6
6" c/C.

2 _5'3"_5”

“

l,z

INVERT TO BE
CONCRETE OR
BRICK AND TO
SLOPE AT LEAST
2" PER FOOT
TOWARD OUTLET

21-4"

3'-0"

PLAN

B~

2-2"x1"4"x¥6"x2" -6 "|_ (CENTERED ON GRATE)
TRIM VERTICAL LEG OF ANGLE TO 3"

(WELDED AREAS TO BE TOUCHED UP WITH ZINC

RICH PAINT AFTER WELDING.)

PARGING —
(FOR BRICK ONLY)

IN HEIGHT
WELD SECURELY TO GRATING AT EVERY 4TH BAR A/[
_ "l \

NOTE EXPANSION ANCHORS MAY
BE USED INSTEAD OF BOLTS.

SLOPE GROUND
TOWARD INLET

6'2" DIA. HEX. HEAD
BOLTS 2" LONG
—
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SECTION A-A

SPECIFICATION | CATEGORY CODE ITEMS .
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